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Grant Solar Hot Water Heating Specification

Outline Of Works:

To provide a complete solar thermal hot water heating package, to include all necessary flat plate panels, fixing bracket arrangements, pump station, controller, interconnecting pipework & twin coil unvented hot water cylinder.

Quotation can be obtained from:

Underfloor Warehouse Ltd






Unit 17





Ashville Way

Whetstone

Leicestershire

LE8 6NU









Tel: 0116 286 3729





Fax: 0116 286 1873





Contact: Steve Alldritt (Mob: 07701 021223)

This specification shall be read in conjunction with the drawings listed below.

The extent of the coverage is shown on drawings…….

The solar thermal hot water system shall be mounted on the southern elevation of the property; the system shall comprise the following components:
· Bronze Sahara --- panel kit complete with in or on roof fixing system / flashing kits for complete compatibility to existing roof structure

· All necessary close couple panel to panel connectors and insulated copper connection pipework from panels to pump station & associated fittings

· 1 x solar pump unit – c/w solar fluid circulating pump, 18 litre expansion vessel, bracket & hose, 3 port thermostatic mixing valve, all necessary temperature detectors and sensors.

· 1 x GSDI solar control units suitable for connection to a 240v/1ph/50Hz electrical supply.

· --- x tub glycol solar fluid mixture.

A Grant Duowave --- litre twin coil indirect unvented hot water cylinder shall be utilized for the storage of domestic hot water. The tank shall be thermally lined with high density insulation and be complete with a outer metal casing. 
The cylinder shall be capable of max operating temperatures & pressures of 90°C & 7 bar g. An integral pressure & temperature relief valve and 3kW immersion element shall be supplied as standard

Additional ancillary items supplied as standard, as follows:

· Expansion vessel & hose

· 15mm/22mm tundish

· Inlet manifold assembly

· 2 x dual thermostats

· 2 port zone valve

The solar thermal system shall be installed in strict accordance with the manufacturer’s recommendations.
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