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Simpleheat Manifold Plumbing
Outline Of Works:

To supply pipe in pipe heating or DHWS pipework from manifolds to each radiator or appliance.

All concealed pipework run in the floor screed shall be Simpleheat MLC plumbing system

Quotations can be obtained from:

Underfloor Warehouse Ltd






Unit 17





Ashville Way

Whetstone

Leicestershire

LE8 6NU









Tel: 0116 286 3729





Fax: 0116 286 1873





Contact: Steve Alldritt (Mob: 07701 021223)

The extent of the coverage is shown on drawings…….

This specification shall be read in conjunction with the drawings listed above.

The pipe shall be manufactured from PERT/Al/PERT raised temperature polyethylene c/w aluminium overlap welded core. The pipes will incorporate an 100% oxygen diffusion barrier 

The pipe from the manifold to the appliances shall be 16mm o/d with a 2mm wall thickness and installed within a 20mm o/d conduit pipe in the floor. The pipe is to run in one continuous length.

Pipe runs shall be laid in soft serpentine bends to allow for expansion and contraction of the pipe. The pipe must be installed so that it can be withdrawn and replaced without damage to the building structure. Pipework should be fixed to the floor / insulation using suitable sized barbed type clip avoiding any crushing or squeezing of the conduit.

Pipe joint / terminations shall be by Simpleheat insert assemblies to allow connection to 15mm Cu compression TRV’s, ball valves or adaptors.

The following components should be included in the installation.

Manifolds – The number and position of manifolds shall be installed as indicated. These will consist of a flow and return manifold fitted on the wall at a height not less than 300mm from the finished floor level. The manifolds shall be complete with individual isolating valves on each loop and installed as recommended. All manifolds to be installed on manifold support bracket. Stop ends to be installed where necessary.

Manifold Cabinets (Where Applicable) 

Barbed U-Clips – For fixing pipework to floor grade insulation.

Pipes must be cut with a suitable cutter to ensure a clean square cut with no internal or external burrs. The use of a hacksaw is not recommended, all ends must be deburred prior to insert assemblies / manifold adaptors being fitted.

All pipework shall be pressure tested in accordance with manufacturer’s recommendations.
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