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Simpleheat MLC Distribution Pipework & Fittings

Outline Of Works:

Heating, HWSF, HWSR & CWS service distribution pipework to all areas shall be by Simpleheat MLC & associated fittings .
Quotation can be obtained from:

Underfloor Warehouse Ltd


Unit 2, Ecohub, 
Winchester Avenue,
Blaby, Leicestershire,
LE8 4GZ               


Tel: 0116 2581 410 
Fax: 0116 278 8569





Contact: Steve Alldritt (Mob: 07701 021223)

The extent of the coverage is shown on drawings…….

Specialist Contractor:
The pipework shall consist of form stable multiplayer composite pipe having a wall thickness of ……mm (minimum) and an outside diameter of ……..mm. the pipework system shall be supplied in coils sizes (up to and including 32mm OD) or 5m straight lengths throughout the range.
The pipework system shall conform to all current regulations and have Water Council approval. The pipework shall be complete with integral 100% oxygen diffusion barrier, to prevent the ingress of oxygen and so preventing corrosion to the heating system.


Ancillaries: 

The patented pressing system enables connections to be established within a matter of seconds without welding or soldering.

The externally fixed pressure sleeve, which is permanently connected to the fitting, offers protection against mechanical influences on the o-rings. The pressure sleeve has a inspection window (patented) to check the insertion depth of the pipe in the fitting before pressing. After installation, the connection is capable of absorbing bending forces, due to the form stable pressure sleeve, without any leakage occurring. An already installed pipe can be readjusted.

The Simpleheat range of insert assembly compression fittings shall be used to enable connection to domestic size (15mm, 22mm & 28mm copper adaptors. Alternatively, press to male of female BSP fitting can be utilized throughout the range of pipe sizes.
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